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DIAMOND

GENERAL SPECIFICATION

LED: High efficiency mid-power LEDs are field serviceable. B
LED Dimming: 1% 0-10V dimming standard with LED lamping option.
Body: Body formed with 18ga steel. -
Canopy: Low profile. Mounted on flat or sloped ceilings up to 40°.
Acrylic: UL-94 HB Flame Class rated. W
Modifications: Consult factory for lamping, cluster, or sizing options.
Finish: Highly durable oven cured no VOC premium powder coat.
Surge Protection: External surge protector provided as standard. l
SAMPLE CATALOG NUMBER:
GL-2612- L125- W- NSN- 1- A- 045
MODEL NO. LAMPING ACRYLIC| FINISH |HANGER | OPTION(S) |QEBAL
GL-2610 L60.6LED30 Fa.4CF |Standard:  |Standard: 1. Stem A. No Options Standard
) Y L65.6LED35 IN4. 4AMED L Wi Glaed el Cagi = B.Damp Location overall height
21lbs W in 24" mm 610 L64.6LED40 - White Opal BLK-Black Available in powder coat finish. Sl 53
: » . model no.
10kg D It 9 i mm 225 Optional: BL-Blue DE. ECO Dimming
H in 36" mm 915 R GR-Gray Lutron Ecosystem dimming CF | For custom
S. Satin White LG-Light Gray lamping option. Specify voltage ﬁ;zﬁ:l
BE-Beige and wattage after dimming code. Wy
F. Faux Alabaster PAB-A_ntique Bra_ss DV. Mark VIl Dimming isn%eh%fsy in
GL-2611 L80. 8LED30 F4.4cF | M- EarihMarble | PA-Pamied (f'g;‘:)‘::i“ 2. Cable Advance Mark VIl dimming CF
L85. 8LED35 IN4. 4MED WH-White > lamping option. Specify voltage
28lbs W in 30" mm 760 | Ls4.8LED40 Acrylic is UL-94 HB | DBZ-Dark Bronze ancwatiage alier dimming code.
13kg D in10 1/2” mm 265 Flame Class rated. |NSN-New Satin Nickel DX. Mark X Dimming
: ” BRN-B! Advance Mark X dimming CF
H in 40" mm 1020 RD_Reéown Iam;ﬁ% gptigr:. Spelcr:Ti]fr;chﬂtage
CH-Champagne and wattage after dimming code.
gg-geed %ree” E.Emergency Ballast
R —— GM-Guunr?lc\)/Ietal Operates one fluorescent lamp.
b b . Remote mount up to 5’ from
GL-2612 L125. 12LED35 F6. 6CF. POR-Oil Rubbed Bronze lamps in controlled environment
: » with an area temperature range
37lbs W in 36" mm 915 | 1124.12LED40  IN4. 4MED Textured Powder | 4 o of 30° 1814, Nondimming
17kg D in 12 1/8” 310 ING. 6MED TLV:Light Verdigris
g n mm - TWH-Textured White [ -] compact fluorescent only.
H in 45 mm 1140 TBL-Textured Black Specify 120 or 277 voltage.
TS-Textured Silver EL. Emergency LED
TBN-Terra Brown Remote mount up to 10’ from
TBZ-Textured Bronze lamping in controlled
environment with an area
GL'261 3 ﬂzg 1;t§ggg ::: gg:: temperature range of 32°-131°F.
: » ) ) LED only. Specify 120 or 277
52lbs W in 46" mm 1170 | 124.12LED40  IN6. 6MED P G S e
24kg D in 14 3/4” mm 375 IN8. 8MED 4. Stem Cluster i
. . W. Whit | Top Len
Hin 50° mm 1270 - w. W lhgot?ﬂea op Lens
C. Clear Top Lens
CF and INC only
P. Perforated Top Lens
CF and INC only
Custom lengths available.
For heights longer than
standard, additional
Ise[grgﬁlh will be added to top
Fixtures over 50 Ibs require reinforced junction box . T
All dimensions are nominal. nght Source Definition
Total Board Lamp
Code Wattage Kelvin Lumens Code Lamp Fluorescent Lamp Base Lumens'
L60 85 3000 11370 F4, F6, F8 CF CF 26W/32W/42W GX24q-3/4 4PIN 1530/2040/2690
L65 85 3500 11370 IN4, IN6, IN8 Med A-19 Medium
L64 85 4000 11370
L80 113 3000 15160
L85 113 3500 15160
L84 113 4000 15160
L120 175 3000 22740
L125 175 3500 22740 Universal Voltage unless otherwise specified.
"Per MAXLTE & GE | ducts catall
L124 175 4000 22740 Contact factory for availability of other lamp configuratioenrs including inducﬁg]npapnrg #gtzlcﬁaﬁdog
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